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Features and Bene�ts

TECHNICAL SPECIFICATIONS

Display
128 x 32 pixel LCD with 4 lines and
up to 21 characters; superior graphics
capabilities for graphics-based
character sets

Environmental
-0º to 40º C (32º to 104º F) operating
temperature; 5% to 90% operating
humidity, non-condensing

Keypad
16 large, hard rubber keys, including
3 function keys

Power
Serial: 6-16V DC 0.5A max
USB: 5V DC +/-5%

Communications
Factory optional USB or serial
connectivity

Contactless Power
Serial, USB: 8-20VDC 0.5Amp max

Contactless Applications
MasterCard PayPass M/Chip
MasterCard PayPass MagStripe
Visa payWave MSD
Visa payWave qVSDC
Discover Zip
American Express ExpressPay
Pass-through access to ISO 14443-4
and MiFare cards, for direct host
terminal-based application access
Secure SoftSAM protects
contactless keys
Hardware SAM optional

Security
3DES encryption, VeriShield Security
Scripts, Master/Session and DUKPT
key management; PCI PED approved;
VeriShield �le authentication

Physical
Height: 40 mm (1.57 in.); width: 80 mm
(3.15 in.); depth: 145 mm (5.70 in);
shipping weight 0.215kg (0.474 lb.)

Contactless Physical
Height: 181.1mm (7.13in);
width: 83.5mm (3.29 in);
depth: 40.0 mm (1.57 in);
shipping weight 0.440 kg (0.97 lb.)

Two-in-one functionality
• Replaces two countertop 
peripherals with one device: a PIN 
pad + contactless
• Only one product to purchase 
• Perfect for many different payment
environments
• Contactless version accepts EMV 
and mag-stripe contactless 
payments, as well as PIN-based 
transactions
• Future-proof payment solution, 
fully updatable and compatible

Maximum Compatibility and Simple 
Implementation

 • Fully backwards compatible with previ-
ous PINpad 1000se or NURIT 222 devices
• VeriFone’s advanced contactless archi-
tecture future-proofs your investment 
with a single contactless interface 
(SingleCI), SoftSAMs and side-by-side 
application architecture
• USB and serial port connectivity for PCs, 
ECRs and existing POS devices
• Minimal application changes and elimi-
nates hardware SAMs

Wide Range of Optional Accessories
• Docking station for battery charging
and connection to a variety of peripheral 
devices
• External modem for fast landline
communications
• Vehicle adapter for battery recharge
• Cellular headset connector for 
optional mobile phone functionality
• Carry case with optional shoulder strap 
and belt clip for hands-free carrying

Ultimate Security
• PCI PED approved for secure, reliable PIN 
entry
• Supports 3DES, VeriShield Security 
Scripts, Master/Session and DUKPT

Ergonomic design
• Handheld or countertop with base
that can be used with existing 
cables and hardware
• Function keys can be programmed 
as “hot” keys for special tasks
• Font generation tool kit allows
easy language set-up with multiple
size fonts
• Improved PIN pad design with 
large
keypad for fewer errors
• Highly readable 128 x 32 pixel
LCD backlit display
• Contactless logo placement on 
lens of device for optimized
user experience


