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TECHNICAL SPECIFICATIONS
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Security

 1 to 2 MB SRAM. Up to 8 MB Flash

ARM 32 Bits

GSM/GPRS 900/1800 MHz  or 850/1900 MHz

Integrated security. Ingenico’s High Security Core
PCI on-line/off-line.

Lilon for up to 200 transactions

Via LinkBox (Synchronous and asynchronous modem v34) 

Via ComBox (2* RS 232) 

Dimensions 20.9 x 9.6 x 6 cm (8.2” x 3.77” x 2.36” in.)

Environmental Operating temp.: +5ºC to + 40º C (41 to 104F)
Storage Temp.: -20º C to +70ºC (-2F to 158F) 

Thermal, easy loading, 12 lines/second
Paper end detection, full graphics printing

Graphic ,128 x 64 pixels. Backlit        

Magnetic card 
reader
Smart card
reader

Communication

ISO 1/2/3 (Option JIS)*        

EMV level 1 compient.  ISO 7816 1-2-3
Async/Sync. T=0 & T=1       

Backlit, 18 keys including 3 function keys 

Lens
Customizable with logo *
Privacy shround add-on*

600 g (1.32 lb.)

Up to 2 SIMs + 1 GSM SAM 
One full ISO format card and MMC*
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